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AC Input Voltage -Range ~ 90~300VAC MORE MILEAGE FAST CHARGING
AC Input Voltage - Nominal 230 VAC RMS

AC Input Frequency 47~63Hz

AC Input Current - Max. 7.0Amp

Max. DC Output Voltage B3V+1V

DC Output Current 16A+1A

DC Output Line & Tolerance = 2% at cable

Load Regulation

PROTECTIONS

Output Over Load Available
Output Short Circuit Available
Output Over Voltage Available
Over Temperature with Available

Auto Recovery
Battery Reverse Available

Boost Charging Safety Timer  Available

ENVIRONMENTAL

Microtek International Pvt. Ltd.
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Operating Temperature 0°C to +45°C

Storage Temperature -10°C to +60°C

Enclosure Shockproof Aluminium Body

Dimensions (mm) 258(L) x 140(W) x 91(H)

Net Weight 2.16Kgs.

AC Input Connector 1.6meter length with 3Core,
3Pin AC Plug w0

DC Output Connector Cable Arjderson/Anen Connector é) §
with 2Core ®
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OPERATION LED Status Indications.

* Specifications are subject to change without prior notice.
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MORE MILEAGE FAST CHARGING

ZYADA TUR?O QKU@ SALIENT FEATURES

CHALAO \ROE  oavien
ZYA DA cﬂARGE (For 4-Battery Systeg)Q « Multi-Stage Charging with Micro

Controller Based Monitoring & Control.
« Suitable for All Battery Brands.
« 30% Faster Charging.

» Stabilizes Battery Gravity.

- Extends Battery Life.

« Gives Extra Mileage.

» Less Water Topping.

» Wide Oper. AC Input Range 90V-300V.
» Highest Power Factor up to 0.99

» User-Friendly LED Indicators, show
Battery Charging Status in percentage.

» Revives Deep Discharge Batteries from
as Low as 6.25V per Battery.

« WALL MOUNTED « In-built Overcharge Protection.
« QOver Temperature Protection.
« FAST CHARGING
« SAVES ELECTRICITY
« LOW CUT & HIGH CUT
« GENERATOR COMPATIBLE
« VOLTAGE EQUALIZATION ,
+ In-built Spark Free Connector.

« ALL INDIA SERVICE NETWORK SAVES ELECTRICITY \ SheEaest, Camaaet, Lt

Portable.

« Reverse Battery Polarity Protection.

« Protection against Input Spike &
In-Rush Current.

« Short Circuit & Overload Protection.

« Air-Cool Design with Sturdy Aluminium
Housing.




	Page 1
	Page 2

